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Pt. No. 74063 GENERAL INSTRUCTIONS 
TEN-TEC TRITON IV ACCESSORIES 


Service Note SN-1-540 


When using TRITON IV accessories that plug into the ACCESSORIES socket on 
the rear panel of the unit, several procedures should be followed, especially 
when more than one accessory are used in the station set-up. The order in 
which the accessories are serially connected, and the required jumpers and 
their location, be it on a dummy plug or in one of the cable connectors, are 
outlined below for all possible combinations. Accessories requiring these pro- 
cedures are: 


Model 240 One-Sixty Converter 
Model 241 Crystal Oscillator 
Model 242 External VFO 

Model 244 Digital Readout 


In order to simplify these procedures and instructions, it is recommended 
that the VFO modification detailed below be made, even though the external VFO, 
Model 242, is not incorporated at this time. This modification will not affect 
the operation of any other accessory, provided that the jumpers in the acces- 
sories used are changed to agree with the information given in this Service 


Note. TRITON IVs with Serial Numbers greater than 1400 already have this mod- 


Lercactone 


VFO MODIFICATION 


This modification is necessary when using the external VFO, Model 242, so 
that the instant break-in feature of the TRITON system is maintained. Even 
though Model 242 may not be used at this time, performing the modification now 
will eliminate further alterations to the jumper positions in the future, and 
will bring TRITONs with S.N. below 1400 up to present day status. Modified units 
should be so noted by applying the adhesive label supplied to the TRITON rear 
panel near the ACCESSORIES socket. 


1.) Remove top and bottom plates from TRITON IV. 


2.) Remove SSB GEN. assembly, 80282, and bend fibre insulator up to ex- 
pose cables underneath. 


3.) Unsolder the three red wires that are attached to the thru-terminal 
on the right top side of the VFO compartment. This terminal is the 
one farthest to the rear of the TRITON and is the +12 volt line. 


4.) Locate the one red wire that runs to the 47 ohm resistor’on the term- 
inal strip near the meter lamp. Clip this wire from the resistor. 


5.) Work the remaining two wires back through the harness ties to where 
they emerge from under the CONTROL BOARD assembly. 


6.) Twist these two leads and dress them to the 47 ohm resistor lug 
just mentioned. Solder. 


7.) Unsolder the orange lead from the center VFO thru-terminal and re- 
solder it to the one that had the three red leads. (This lead goes 
to pin 5 of the ACCESSORIES socket.) 


8.) Take the discarded red lead and solder it between the center thru- 
terminal on the VFO compartment and the second terminal lug from the 
right on the front PC socket for the SSB GEN. assembly. This lug is 
the + regulated line and should already have an orange and a white 


lead in place. 


9.) Lay fibre insulator back down and replace SSB GEN. assembly. 


10.) Remove top plate of VFO compartment. 


Locate and remove red wire running from rear thru-terminal to PC 


TEM) 
assembly inside of compartment. 

12.) Solder one millihenry choke between these two points. Replace top 
and turn TRITON over. 

13.) In bottom section of VFO compartment locate and unsolder white wire 
going to wafer switch mounted on rear inside compartment surface. 

14.) Resolder this lead to the solder dot on the center switch wafer 
immediately opposite the lug just vacated. In other words, transfer 
this lead from the rear wafer to the corresponding lug of the center 
wafer. 

15.) With a piece of bare hook-up wire about 3/4" long, jumper the vacated 

leads al- 


lug on the rear wafer to either adjacent lug with green 
ready attached. Turn TRITON right side up. 


Due to the added current drain through pin 2 of the ACCESSORIES socket 
when several accessories are used, the voltage drop and power loss of Ll, the 
small choke in series with the +12volt line may become excessive. The follow- 
ing steps rewire the circuit so that pin 2 of the socket goes directly to the 


power supply line instead of through Ll. 
Locate the red lead going from pin 2 of the ACCESSORIES socket to 


ANS )c.)) 
the top lug of the four lug terminal strip mounted on the chassis 
side near the socket. Unsolder only this lead at the terminal lug 
location. 

17.) Resolder this lead to the fuse post body terminal, the one with the 
heavy red lead going to the final amplifier assembly. 

18.) Again referring to pin 2 of the ACCESSORIES socket, locate the sec- 


ond red lead soldered to it -- the one going through the chassis 
grommet to the bottom side of the chassis. Unsolder only this: lead 
from pin 2 and feed it back through the cable tie to gain additional 


free length. 


19.) Re-route the lead under the socket to the top lug of the terminal 
strip and solder. 


20.) Replace top and bottom plates. Affix label noting mod. change to 


rear panel. 


21.) If dummy plug for socket has jumper between pins 4 and 5, remove 
and jumper pins 2 and 5. 


To determine whether an existing TRITON IV has the VFO modification, 
slide back the top plate and note the wires going to the VFO thru- 
terminals. If a single orange lead is connected to the rear-most ter- 
minal, the modification has been made. If there are three red wires 
at this terminal, the modification has not been made. 


NOTE: 


IT IS VERY IMPORTANT FOR PROPER VFO OPERATION THAT PINS 4 AND 5 OF DUMMY PLUG 
BE JUMPERED IF MODIFICATION IS NOT INCORPORATED AND PINS 2 AND 5 IF MODIFICAT- 
ION IS MADE. FAILURE TO COMPLY WILL RESULT IN UNSTABLE VFO PERFORMANCE. 


INTERCONNECTING ACCESSORIES 


The table below shows all possible accessory combinations that are work- 
able as a system, the jumpers required and their location. When two or three 
accessories are used together, serially connect them in the same order as 
listed. Models 241 and 242 and Models 241 and 244 cannot be used together. 
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Pt. No. 74065 =~ 


MODEL 242 REMOTE VFO 


TEN-TEC Model 242 Remote VFO is an accessory addition to the TRITON IV 
transceiving system which allows setting up two frequencies of operation. A 
MODE switch with LED indicators provides selection of any one of six modes of 
operation: TRITON transmit and receive; REMOTE transmit and receive; TRITON 
transmit-REMOTE receive; REMOTE transmit-TRITON receive; TRITON transmit- 
both receive; REMOTE transmit-both receive. Full instant break-in is retained 
no matter what mode is selected, and because of the broadband design in the 
TRITON, frequencies, even though far removed from one another but on the same 
band, will be processed equally and under optimum conditions in the transmitter 
without readjustment. 


In addition to the remote VFO capability, a two position crystal oscillator 
may be selected as the remote generator for fixed frequency operation, such as 
for MARS or net operation. OQut-of-band crystals within limits outlined below 
may be selected, as well as in-band frequencies. 


Model 242 covers all Amateur HF frequencies between 3.5 and 29.0 MHz. 
Additional crystals are available to extend the 10 meter band to 30.0 MHz. 


Transceivers with Serial Numbers below 1400 require a simple VFO modificat- 
ion described in Service Note SN-1-540, which is attached to and a part of these 


instructions. Failure to perform this modification will result in unacceptable 
break-in performance and severe chirp. 


INSTALLATION * 
To install Model 242 into the TRITON IV system, proceed as follows: 


1.) Remove dummy ACCESSORIES plug from socket on rear panel of TRITON IV. 
Save plug for possible use in future if additional accessories are added. 


2.) Insert plug attached to Model 242 cable into TRITON ACCESSORIES socket. 


3.) If it is intended that Model 242 be placed along side of the TRITON, 
with both units raised by means of their snap-down legs, it is recom- 
mended that the two plastic leg extenders supplied with the unit be in- 
stalled on the two rear rubber feet. This will result in the two front 
panels being in the same plane. To do this, remove the two rear feet 
by unscrewing the screws securing them. With the screws still through 
the rubber feet, place a k" long extender on each screw and reinstall 
the feet. 


4.) Although the table on page 3 of SN-1-540 indicates that the dummy plug 
should be inserted into socket on rear of Model 242, this is unnecessary. 
The required jumper between pins 6 and 7 has been installed in the cable 


plug. 


* If more than one accessory is used with the TRITON IV, see special instruct- 
ions in Service Note SN-1-540, attached. 


FULL TEN METER COVERAGE 


Model 242 as shipped from the factory has VFO mixer crystals installed 
which permit operation between 28.0 and 29.0 MHz. Two additional crystals are 
available as accessories which extend coverage to 30.0 MHz. Model 212 Crystal 
provides coverage in the 29.0 to 29.5 MHz segment and Model 213 in the 29.5 to 
30.0 MHz segment. 


To install either or both of these crystals, remove the two screws on the 
back lip of the top cover and slide top back and out of groves. A two-crystal 
socket is mounted on the small PC board that is an integral part of the four 
position, 28-30 MHZ front panel switch. Plug Model 212 into the socket adjacent 
to the two crystals already wired into the PC board, and Model 213 crystal into 


eae 


the socket farthest from the wired-in crystals. In these positions the covered 
frequencies will correspond to the front panel markings for this switch. See 
photo of 80334 assembly for socket location. Crystals are marked with operating 
frequencies and TEN-TEC part numbers as follows: 


Model Operating Frequency Coverage Part No. 
aire 14.990 MHz 2910) COmz EES 48009 


25 15.490 MHz 2D aeons OO 48010 


CRYSTAL OPERATION 


TEN-TEC, Inc. does not supply crystals for fixed frequency operation since 
there are an infinite number of frequencies. that may be selected. It is recom- 
mended that crystals for your desired operating frequencies be purchased from 
a reliable crystal manufacturer, to the specifications outlined below. It is 
not necessary that either or both positions be filled with crystals. 


Out-Of-Band Limits 


Band Frequency Range 
80 3. 4-toe4. I Maz 
40 6.9 to 7,4 MHz 
20 13.8 to 14.55 MHz 
155 ADRES eeY ALS OS: Weis 
10 Zi Ao EOnS Oe OmeMinZ, 


Crystal Specifications 
Case: HC-6/U. 


Terminals: _.050" diameter on .486" centers. 
Mode: Fundamental only. Parallel Resonance. 
Load Capacitance: 20 pF. (A 32 pF crystal will operate at a slight- 
ly higher frequency. ) 
Frequency: 
Band Mode Crystal Frequency (f) 
80-40 SB-N f = DOF + 9.000000 MHz 
80-40 CW £f = DOF + 9.000750 MHz 
20=15—110 SB-N f = DOF - 9.000000 MHz 
20=15—10 CW f = DOF - 9.000750 MHz 


DOF = Desired Operating Frequency 


Crystal Installation 
1.) Remove top from Model 242. 


2.) Sockets are an integral part of the vertical PC board that incor- 
porates the MODE and REMOTE switches. Mount HC-6/U crystals vert- 
ically into the terminals provided and shown on photo of 80333 
assembly. Socket nearest switch decks is for X-1 position. 


3.) Trimmer capacitor Cl, located above X-1 crystal socket, allows a 
slight trimming of the X-1 crystal frequency and C2, above socket 
for X-2 crystal, that of X-2 frequency. The amount of frequency 
deviation depends on the crystal's cut, frequency, case capacit- 
ance and other charactertstics, but nominally is about + 1.5 mHz. 


4.) After frequency is trimmed, replace top. 


se 
OPERATION 


1.) Select desired switching mode with MODE switch. Determination of the 
mode selected is by means of the four small LEDs located to the right 
of the dial scale. The two red LEDs in the TX column indicate which 
unit determines the transmitted frequency (TRITON or REMOTE) and the 
two yellow LEDs in the RX column indicate which unit is utilized for 
receiving. 


2.) If remote crystal control is desired, position REMOTE panel control 
to either X-1 or X-2 position. The two red LEDs located on either 
side of the main dial skirt, designated X-1 and xX-2, will visually 
indicate which position is selected. 


3.) If remote VFO operation is desired, position REMOTE switch to VFO 
position. 


4.) Select desired band with BAND switches on both Model 242 and TRITON IV. 
Main BAND switches on both units must be set to same band, but 10 meter 
segments need not be the same. If crystal control is used for remote 
position, operating frequency must correspond to setting of BAND switch 
on TRITON IV. 


5.) OFFSET control on TRITON will only affect the VFO in the TRITON and not 
the remote VFO. 


6.) When using both VFOs for receiving (MODEs 5 and 6), bear in mind that 
the stronger signal received will control the AGC and sensitivity of 
both signals. If the stronger signal intermittently transmits, the 
gain will change accordingly. Also, with dual reception, there may 
be minor birdies present on some bands as a result of mixer products 
of the two VFO signals in the mixer. 


7.) Using Model 242 with Model 244 Digital Readout - When Model 244 is also 


used in the TRITON system, it will read whatever VFO is in use at the 
time. Unstable digital readings may occur when in the CW mode due to 
the instant break-in switching between two frequencies. To measure 
transmitted CW frequency, take the reading with TRITON MODE switch in 
the LOCK position. 


THEORY OF OPERATION 


The VFO subassembly used in Model 242 is identical to that used in TRITON IV. 
In addition to this assembly, switching circuits for supplying operating voltages 
to the two VFO oscillator assemblies, a crystal oscillator and emitter follower, 
and switched rf emitter followers for the two VFO signals are contained on two 
additional assemblies. 


Referring to CONTROL ASSEMBLY 80335, secondary R and T control voltages are 
developed from transistors Q1 and Q2, controlled by the "t" voltage coming from 
the TRITON. The R voltage is fed to a series of programing diodes on SWITCH S/A 
80333 (D2 thru D5), and the T voltage to diode Dl. Selection by means of Sla 
and Slb of the MODE switch on this assembly determines which terminals, B Rr.cr 
Berm, receives the T and R voltages. Boppy and Bary feed the bases of switShing 
transistors Q3 and Q4 on 80335. These transistors supply operating voltages 
E?TRI and Eppy to the TRITON and/or remote VFO, as well as to the two rf emitter 
followers Q5 and Q6 on 80335. 


Rf from the TRITON VFO is fed to the input of Q5 and rf from Model 242 
oscillator to Q6. These stages are coupled together at their output ter- 
minals and feed the TRITON mixer circuits via pins 6 and 7 of the ACCESSORIES 
socket. The unused oscillator, although continuously operating because of chirp 
considerations, needs to be effectively isolated from the TRITON mixer circuits 
so that only one frequency is transmitted. This is accomplished by turning off 
the unused emitter follower and the unused mixer and output stages in the two 
VFO subassemblies, 80277. 


Sections Slc and Sld on 80333 MODE switch control the LED mode indicators. 


Ql on this assembly is a FET Colpitts crystal oscillator whose output is fed to 
emitter follower Q2. The oscillator circuit is continuously powered from the 
+12 volt buss and regulated to approximately 9.1 volts by zener diode D6. The 
emitter follower power source is switched on through S2c and the Eppm buss line. 
S2a selects the desired crystal and S2b controls the voltage to either the X-l 
or X-2 LED. Diode D7 maintains a constant rf level from the oscillator, inde- 
pendent of crystal frequency, activity or other characteristics. 


ALIGNMENT AND SERVICING 


Please refer to the TRITON IV Owner's Manual for specific information on 
measuring voltages, removing plug-in assemblies, etc. This information appears 
on pages 3-1 to 3-3. The VFO subassembly in Model 242 is identical with subas- 
sembly 80277 in the TRITON, and information on alignment and servicing this unit 
is contained on pages 3-10 through 3-13. It is not repeated here. Subassemblies 
unique to Model 242 are described below. 
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MODEL 242 jeoxZDepas 


80334 TEN METER ASSEMBLY 


This small PC assembly is integral with the 28-30 MHZ switch which selects 
the desired segment of the ten meter band. It only contains crystals Yl and Y2, 
which provide coverage for 28.0 to 28.5 and 28.5 to 29.0 MHz, two crystal sockets 
for the additional ten meter crystals, Models 212 and 213, and the switch. There 
are no active components on this assembly and no alignment controls. Refer to 
photo below for crystal socket location and to main block diagram for schematic. 


80334 TEN METER ASSEMBLY 


Y1 


Y2 


80335 CONTROL ASSEMBLY 


This plug-in assembly contains the secondary R and T voltage switches, Ql 
and Q2, and the power transistor switches, Q3 and Q4, which provide operating 
voltages, ETRI and Eppy, for the switched stages of the VFOs and rf emitter 
followers. Transistors Q5 and Q6, the rf emitter followers,feed a common out- 
put line which drives the TRITON mixer stages. No adjustments are required on 
this assembly. 


Pin Voltage Readings - (REMOTE switch in VFO position, MODE switch in #3 pos.) 


GND 0 0 


Collector Base Emitter 
Transmit Receive Transmit Receive Transmit Receive 


Tabs on Q3 and Q4 are collector terminals. 


Transistor pins viewed from top of board. 
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80335 CONTROL SUBASSEMBLY 


GE 
80333 SWITCH SUBASSEMBLY 


This PC assembly is integral with the MODE and REMOTE front panel switches, 
and is mounted vertically behind the sub-panel. Steering diodes D2 through D5 
apply the R voltage to the base of the proper power switch located on 80335 CON- 
TROL assembly when receiving. This is determined by the position of the MODE 
switch. Diode Dl applies the T voltage to the bases when transmitting, as sel- 
ected by the position of the MODE switch. The second wafer of this switch, Slc 
and Sld, apply voltage to the proper MODE LEDs, located on a separate small PC 
board behind the sub-panel. The crystal oscillator and its emitter follower 
are also on this assembly, along with the two crystal socket terminals and trim- 
mer capacitors. These trimmers are adjusted for the correct operating frequency 
when the desired crystal is switched into the circuit by REMOTE panel control. 
The trimmer adjustments are the only alignment components on this assembly. 


Since this assembly is not a plug-in, only semiconductor voltages are given. 


Semiconductor Voltage Readings - (REMOTE switch in X-1l position; crystal instal- 
led in X-1 socket; MODE switch in #3 position.) 


Transistor Drain/Collector Gate/Base Source/Emitter 
Transmit Receive Transmit Receive Transmit Receive 
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80333 SWITCH SUBASSEMBLY 


= 


a ms. huis >’ ale 
4 niet veda Be ees 4 aT aon ye tee wee ‘ii 


(" agus ad Sir + Iaptere . Ipnag-dee wie Ny 
sw weetoe nt pore - oS, 5 hc ait 2, 
é\00% acy Verano 9 inom a pa ge oprsptel) ete 

; -[oe 6@ (poles teeeaege, wat gence $Y artt! 2) Ot 1m 
éi2° etter puiy 89 "YO, , rth sire agit eagle big a 
24 if tama hon SIS * "Sie Ledanok yore, wasn 
© <Searray wes ted ‘7iyan” tora} tines ie 
~alad Sag al tay, aated 202908: Insewud « ww -08 rm 
qortadps PIAS SOeLTHO MIS TER Me’ th 
fay 2 apie OMe. rs te 7howats a mee" 
Pr) pes Oe ERTS The Bet ijeseromphel ea NORTE Ee 
eas te se re Ae ha a re ri nen 
; ; pioghres 5 He Henne * gente eseldusbhs anita 8% ali 


Marks 21612 rn po ioy yap? 


. 


aiwa ed Tas My | 
nad, , ere apy ere 


iva ig +; Fee 


~ é 8 yr oe e { ’ A Ay ‘ep’ = A 
oe ‘ a ta tee peer Ct ae 8 i: =r ) 7 
~{esent Taseyis 1a Verendg é ak Od ive ma ee etn eae SUA tH Yi aoeauaess oleva 
C nobbdeng 24. ni derpiwg Stel. +Sak age peeter a. . | 7 rf 
hey —apycmant mnt Pi ae ee me ert tee a i 
i 934 LD svioB sat: > nnn gt aie Se soIDOLLIED\ neHre 703% LeneeT 
avivon® | stacnaet [ ov ape’ § teens | eu kenet ge Lert e ; 
S| ra 
; § aa : he he A LF; | 
Lh ca? Bey we. 
$ Lote 1 eae nee nestor oe —— ” am. vinden “ , ‘ae 


ib gy 
a 


® veh 


irs 


; j ‘ 
le 
e 


ay is ; 


Pt. No. 74063 GENERAL INSTRUCTIONS 
TEN-TEC TRITON IV ACCESSORIES 


Service Note SN-1-540 


When using TRITON IV accessories that plug into the ACCESSORIES socket on 
the rear panel of the unit, several procedures should be followed, especially 
when more than one accessory are used in the station set-up. The order in 
which the accessories are serially connected, and the required jumpers and 
their location, be it on a dummy plug or in one of the cable connectors, are 
outlined below for all possible combinations. Accessories requiring these pro- 
cedures are: 


Model 240 One-Sixty Converter 
Model 241 Crystal Oscillator 
Model 242 External VFO 

Model 244 Digital Readout 


In order to simplify these procedures and instructions, it is recommended 
that the VFO modification detailed L‘low be made, even though the external VFO, 
Model 242, is not incorporated at thi: time. This modification will not affect 
the operation of any other accessory, , rovided that the jumpers in the acces- 
sories used are changed to agree with the information given in this Service 


Note. TRITON IVs with Serial Numbers greater than 1400 already have this mod- 
ification. 


VFO MODIFICATION 


This modification is necessary when using the external VFO, Model 242, so 
that the instant break-in feature of the TRITON system is maintained. Even 
though Model 242 may not be used at this time, performing the modification now 
will eliminate further alterations to the jumper positions in the future, and 
will bring TRITONs with S.N. below 1400 up to present day status. Modified units 
should be so noted by applying the adhesive label supplied to the TRITON rear 
panel near the ACCESSORIES socket. 


1.) Remove top and bottom plates from TRITON IV. 


2.) Remove SSB GEN. assembly, 80282, and bend fibre insulator up to ex- 
pose cables underneath. 


3.) Unsolder the three red wires that are attached to the thru-terminal 
on the right top side of the VFO compartment. This terminal is the 
one farthest to the rear of the TRITON and is the +12 volt line. 


4.) Locate the one red wire that runs to the 47 ohm resistor on the term- 
inal strip near the meter lamp. Clip this wire from the resistor. 


5.) Work the remaining two wires back through the harness ties to where 
they emerge from under the CONTROL BOARD assembly. 


6.) Twist these two leads and dress them to the 47 ohm resistor lug 
just mentioned. Solder. 


7.)  Unsolder the orange lead from the center VFO thru-terminal and re- 
solder it to the one that had the three red leads. (This lead goes 
to pin 5 of the ACCESSORIES socket.) 


8.) Take the discarded red lead and solder it between the center thru- 
terminal on the VFO compartment and the second terminal lug from the 
right on the front PC socket for the SSB GEN. assembly. This lug is 
the + regulated line and should already have an orange and a white 
lead in place. 


9.) Lay fibre insulator back down and replace SSB GEN. assembly. 


== 


10.) 


alga es) 


IL) 


Si) 


14.) 


AS) )) 


Remove top plate of VFO compartment. 


Locate and remove red wire running from rear thru-terminal to PC 
assembly inside of compartment. 


Solder one millihenry choke between these two points. Replace top 
and turn TRITON over. 


In bottom section of VFO compartment locate and unsolder white wire 
going to wafer switch mounted on rear inside compartment surface. 


Resolder this lead to the solder dot on the center switch wafer 
immediately opposite the lug just vacated. In other words, transfer 
this lead from the rear wafer to the corresponding lug of the center 
wafer. 


With a piece of bare hook-up wire about 3/4" long, jumper the vacated 
lug on the rear wafer to either adjacent lug with green leads al- 
ready attached. Turn TRITON right side up. 


Due to the added current drain through pin 2 of the ACCESSORIES socket 
when several accessories are used, the voltage drop and power loss of Ll, the 
small choke in series with the +1l2volt line may become excessive. The follow- 
ing steps rewire the circuit so that pin 2 of the socket goes directly to the 
power supply line instead of through Ll. 


T6ys)) 


7.) 


LS) 


9K) 


20.) 


21.) 


Locate the red lead going from pin 2 of the ACCESSORIES socket to 
the top lug of the four lug terminal strip mounted on the chassis 
side near the socket. Unsolder only this lead at the terminal lug 
location. 


Resolder this lead to the fuse post body terminal, the one with the 
heavy red lead going to the final amplifier assembly. 


Again referring to pin 2 of the ACCESSORIES socket, locate the sec- 
ond red lead soldered to it -- the one going through the chassis 
grommet to the bottom side of the chassis. Unsolder only this: lead 
from pin 2 and feed it back through the cable tie to gain additional 
free length. i 


Re-route the lead under the socket to the top lug of the terminal 
strip and solder. 


Replace top and bottom plates. Affix label noting mod. change to 
rear panel. 


If dummy plug for socket has jumper between pins 4 and 5, remove 
and jumper pins 2 and 5. 


NOTE: To determine whether an existing TRITON IV has the VFO modification, 
slide back the top plate and note the wires going to the VFO thru- 
terminals. If a single orange lead is connected to the rear-most ter- 
minal, the modification has been made. If there are three red wires 
at this terminal, the modification has not been made. 


I IS VERY IMPORTANT FOR PROPER VFO OPERATION THAT PINS 4 AND 5 OF DUMMY PLUG 
BE JUMPERED IF MODIFICATION IS NOT INCORPORATED AND PINS 2 AND 5 IF. MODIFICAT- 
TON IS MADE. FAILURE TO COMPLY WILL RESULT IN UNSTABLE VFO PERFORMANCE. 


INTERCONNECTING ACCESSORIES 


The table below shows all possible accessory combinations that are work- 
able as a system, the jumpers required and their location. When two or three 
accessories are used together, serially connect them in the same order as 


jJisted. 


Models 241 and 242 and Models 241 and 244 cannot be used together. 


SYSTEM JUMPERS LOCATION LOCATION OF 
REQUIRED OF JUMPERS DUMMY PLUG 
TRITON alone Ze cOm Dm. Dummy Plug TRITON 


TRITON to Dummy Plug Model 240 
Model 240 
andar 241 Plug **| Not Used ; 
ss, Dummy Plug Model 242 VFO Mod. Required 
aio bs Pak 


241 Plug ** Not Used 
Dummy Plug Model 242 .- 


2RcOn Su 
OR COM COG 
ay “ele 
Oncor, 
SEL EO toe s 
(i Ney 7 efey M8} 
ebeee 
pees 
2 ieey By 28 244 Plug ** Not Used 
6) tO. COnS 
heal 
fee 


TRITON to 
Model 241 


TRITON to 
Model 242 


TRITON to 
Model 244 


TRETON: EO 
Model 240 
Model 241 


TRITON to 
Model 240 
Model 242 


VFO Mod. Required 


TRITON to 
Model 240 
Model 244 


TRITON to 
Model 242 
Model 244 


VFO Mod. Required 


Co-ax to Pin 6 


fs 
ice 


* Pins 2 to 5 if VFO modification has been made. Pins 4 to 5 if modificat- 
ion has not been made. 


TRITON to 
Model 240 
Model 242 
Model 244 


VFO Mod. Required 


Co-ax to Pin 6 


** Other wires and/or cables may be connected to pins 6, 7 and 8 which should 
not be changed. 
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WARRANTY AND SERVICE POLICY 


TEN-TEC warrants this product to be free from defects in workmanship and 
material for a period of one year after date of purchase. 


2s 


Registration: The warranty card must be returned promptly to 
establish the warranty period. We will communicate with you 
in the event of circuit changes or modifications. It is also 
a check if stolen. 


Original Purchaser: This warranty applies to the original pur- 
chaser. If your warranty card has been returned, no other 
proof is required. 


Proper Delivery: If the unit is returned=to the jfactory,) it 
must be adequately packed and shipped prepaid. It will be 
returned, transportation paid. 


Communication with the Factory: If trouble develops, advise 
serial number, all conditions and symptoms. 

In-Warranty Field Repairs: To expedite repairs TEN-TEC will 
send replacement assemblies prior to receiving the suspected 
defective one. The replacement will be billed on a 30-day 
memo and credit will be issued when the defective one is re- 
turned. No remittance or deposit is required. If the de- 


fective unit is not returned within 30 days, you will be 
billed. 


Out of Warranty Repairs: New circuit boards or discrete com- 
ponents can often be supplied to eliminate the cost and brother 
of shipping the unit. A nominal charge will be made. Certain 
items such as the PTO (permeability tuned oscillator) and rack 
tuning are not field replaceable. When the unit is sent to the 
factory, a nominal charge will be made for labor and material. 
Quotations upon request after examination. 


Exclusions: This warranty does not apply to damage caused by 
mishandling, lightning, voltages in excess of rating, reverse 
polarity of DC supply or changes in circuits. Claims for dam- 
age in transit should be filed with the carrier. The warranty, 
however, is NOT voided for attempted repairs to defective units, 
the installation of additonal switches, etc. when there is no 
change in the basic circuits. Under no circumstances is TEN- 
TEC liable for consequential damages to person or property by 
the use of this unit. 


This warranty is given in lieu of any other warranty express or 
implied. 


TEN-TEC, INC. reserves the right to make any improvements to 
its products which it may deem desirable without obligating 
itself to install such improvements in its previously manu- 
factured products. 


TEN-TEC, INC. Sevierville, TN 37862 
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Pt. No. 74065 ante 


MODEL 242 REMOTE VFO 


TEN-TEC Model 242 Remote VFO is an accessory addition to the TRITON IV 
transceiving system which allows setting up two frequencies of operation. A 
MODE switch with LED indicators provides selection of any one of six modes of 
Operation: TRITON transmit and receive; REMOTE transmit and receive; TRITON 
transmit-REMOTE receive; REMOTE transmit-TRITON receive; TRITON transmit- 
both receive; REMOTE transmit-both receive. Full instant break-in is retained 
no matter what mode is selected, and because of the broadband design in the 
TRITON, frequencies, even though far removed from one another but on the same 
band, will be processed equally and under optimum conditions in the transmitter 
without readjustment. 


In addition to the remote VFO capability, a two position crystal oscillator 
may be selected as the remote generator for fixed frequency operation, such as 
for MARS or net operation. Out-of-band crystals within limits outlined below 
may be selected, as well as in-band frequencies. 


Model 242 covers all Amateur HF frequencies between 3.5 and 29.0 MHz. 
Additional crystals are available to extend the 10 meter band to 30.0 MHz. 


Transceivers with Serial Numbers below 1400 require a simple VFO modificat- 
ion described in Service Note SN-1-540, which is attached to and a part of these 


instructions. Failure to perform this modification will result in unacceptable 


break-in performance and severe chirp. 


INSTALLATION * 
To install Model 242 into the TRITON IV system, proceed as follows: 


1.) Remove dummy ACCESSORIES plug from socket on rear panel of TRITON IV. 
Save plug for possible use in future if additional accessories are added. 


2a) Insert plug attached to Model 242 cable into TRITON ACCESSORIES socket. 


3.) If it is intended that Model 242 be placed along side of the TRITON, 
with both units raised by means of their snap-down legs, it is recom- 
mended that the two plastic leg extenders supplied with the unit be in- 
stalled on the two rear rubber feet. This will result in the two front 
panels being in the same plane. To do this, remove the two rear feet 
by unscrewing the screws securing them. With the screws still through 
the rubber feet, place a 4" long extender on each screw and reinstall 
the feet. 


4.) Although the table on page 3 of SN-1-540 indicates that the dummy plug 
should be inserted into socket on rear of Model 242, this is unnecessary. 
The required jumper between pins 6 and 7 has been installed in the cable 


plug. 


* If more than one accessory is used with the TRITON IV, see special instruct- 
ions in Service Note SN-1-540, attached. 


FULL TEN METER COVERAGE 


Model 242 as shipped from the factory has VFO mixer crystals installed 
which permit operation between 28.0 and 29.0 MHz. ‘Two additional crystals are 
available as accessories which extend coverage to 30.0 MHz. Model 212 Crystal 
provides coverage in the 29.0 to 29.5 MHz segment and Model 213 in the 29.5 to 
30.0 MHz segment. 


To install either or both of these crystals, remove the two screws on the 
back lip of the top cover and slide top back and out of groves. A two-crystal 
socket is mounted on the small PC board that is an integral part of the four 
position, 28-30 MHZ front panel switch. Plug Model 212 into the socket adjacent 
to the two crystals already wired into the PC board, and Model 213 crystal into 
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the socket farthest from the wired-in crystals. In these positions the covered 
frequencies will correspond to the front panel markings for this switch. See 
photo of 80334 assembly for socket location. Crystals are marked with operating 
frequencies and TEN-TEC part numbers as follows: 


Model Operating Frequency Coverage Part No. 
212 14.990 MHz 297,08 tOn29.55 48009 
23 15.490 MHz Dey 5, se) SiO} 5 0 48010 


CRYSTAL OPERATION 


TEN-TEC, Inc. does not supply crystals for fixed frequency operation since 
there are an infinite number of frequencies that may be selected. It is recom- 
mended that crystals for your desired operating frequencies be purchased from 
a reliable crystal manufacturer, to the specifications outlined below. It is 
not necessary that either or both positions be filled with crystals. 


Out-Of-Band Limits 


Band Frequency Range 
80 Bg) Tae) WoL lees 
40 Oo ere On, 74a ME Zz 
20 3513 Wwe) We SIS. Mle 
LS Pin 8 WO) Bibs) Mets 
10 Piet Vee B00 Ilst. 


Crystal Specifications 
Case: HC-6/U. 


Terminals: .050" diameter on .486" centers. 
Mode: Fundamental only. Parallel Resonance. 
Load Capacitance: 20 pF. (A 32 pF crystal will operate at a slight- 
ly higher frequency.) 
Frequency: 
Band Mode Crystal, Frequency __(£) 
80-40 SB-N £f = DOF + 9.000000 MHz 
80-40 CW £) = DOF 92000750) Maz 
20 — Sa SB-N z= DOF = DY COOOOO Wistz 
DO MNS EO CW £ = DOF - 9.000750 MHz 


DOF = Desired Operating Frequency 


Crystal Installation 


1.) Remove top from Model 242. 


2.) Sockets Are an integral part of the vertical PC board that incor- 
porates the MODE and REMOTE switches. Mount HC-6/U crystals vert- 
ically into the terminals provided and shown on photo of 80333 
assembly. Socket nearest switch decks is for X-1 position. 


3.) Trimmer capacitor Cl, located above X-1 crystal socket, allows a 
slight trimming of the X-1l crystal frequency and C2, above socket 
for X-2 crystal, that of X-2 frequency. The amount of frequency 
deviation depends on the crystal's cut, frequency, case CapacEt= 
ance and other charactertstics, but nominally is about - 1.5 mHz. 


4.) After frequency is trimmed, replace top. 
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OPERATION 


1.) Select desired switching mode with MODE switch. Determination of the 
mode selected is by means of the four small LEDs located to the right 
of the dial scale. The two red LEDs in the TX column indicate which 
unit determines the transmitted frequency (TRITON or REMOTE) and the 
two yellow LEDs in the RX column indicate which unit is utilized for 
receiving. 


2.) If remote crystal control is desired, position REMOTE panel control 
to e1ther +l ore x2, position .«—.,The two, red LEDS» located, on.either 
side of the main dial skirt, designated X-1 and x-2, will visually 
indicate which position is selected. 


3.) If remote VFO operation is desired, position REMOTE switch to VFO 
position. 


4.) Select desired band with BAND switches on both Model 242 and TRITON IV. 
Main BAND switches on both units must be set to same band, but 10 meter 
segments need not be the same. If crystal control is used for remote 
position, operating frequency must correspond to setting of BAND switch 
on TRITON IV. 


Sr) OFFSET control on TRITON will only affect ‘the: VEO inethe TRITON - and not 
the remote VFO. 


6.) When using both VFOs for receiving (MODEs 5 and 6), bear in mind that 
the stronger signal received will control the AGC and sensitivity of 
both signals. If the stronger signal intermittently transmits, the 
gain will change accordingly. Also, with dual reception, there may 
be minor birdies present on some bands as a result of mixer products 
of the two VFO signals in the mixer. 


7.) Using Model 242 with Model 244 Digital Readout - When Model 244 is also 
used in the TRITON system, it will read whatever VFO is in use at the 
time. Unstable digital readings may occur when in the CW mode due to 
the instant break-in switching between two frequencies. To measure 
transmitted CW frequency, take the reading with TRITON MODE switch in 
the LOCK position. 


THEORY OF OPERATION 


The VFO subassembly used in Model 242 is identical to that used in TRITON IV. 
In addition to this assembly, switching circuits for supplying operating voltages 
to the two VFO oscillator assemblies, a crystal oscillator and emitter follower, 
and switched rf emitter followers for the two VFO signals are contained on two 
additional assemblies. 


Referring to CONTROL ASSEMBLY 80335, secondary R and T control voltages are 
developed from transistors Q1 and Q2, controlled by the "t" voltage coming from 
the TRITON. The R voltage is fed to a series of programing diodes on SWITCH S/A 
S026 e aCD2 eae DS) | mand sche ta volcage, “toy diode Die Selection by means of Sla 
and Slb of the MODE switch on this assembly determines which terminals, B R or 
Beem, beceives the T and R voltages. “Byppyrand Brey feed the bases of switkhing 
transistors Q3 and Q4 on 80335. These transistors supply operating voltages 
ETRI and Eppy to the TRITON and/or remote VFO, as well as to the two rf emitter 
followers Q5 and Q6 on 80335. 


Rf from the TRITON VFO is fed to the input of Q5 and rf from Model 242 
oscillator to Q6. These stages are coupled together at their output ter- 
minals and feed the TRITON mixer circuits via pins 6 and 7 of the ACCESSORIES 
socket. The unused oscillator, although continuously operating because of chirp 
considerations, needs to be effectively isolated from the TRITON mixer circuits 
so that only one frequency is transmitted. This is accomplished by turning off 
the unused emitter follower and the unused mixer and output stages in the two 
VFO subassemblies, 80277. 


Sections Slc and Sld on 80333 MODE switch control the LED mode indicators. 
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Ql on this assembly is a FET Colpitts crystal oscillator whose output is fed to 
emitter follower Q2. The oscillator circuit is continuously powered from the 
+12 volt buss and regulated to approximately 9.1 volts by zener diode D6. The 
emitter follower power source is switched on through S2c and the Epp» buss line. 
S2a selects the desired crystal and S2b controls the voltage to either the xX-l 
or X-2 LED. Diode D7 maintains a constant rf level from the oscillator, inde- 
pendent of crystal frequency, activity or other characteristics. 


ALIGNMENT AND SERVICING 


Please refer to the TRITON IV Owner's Manual for specific information on 
measuring voltages, removing pltg-in assemblies, etc. This information appears 
on pages 3-1 to 3-3. The VFO subassembly in Model 242 is identical with subas- 
sembly 80277 in the TRITON, and information on alignment and servicing this unit 
is contained on pages 3-10 through 3-13. It is not repeated here. Subassemblies 
unique to Model 242 are described below. 


MAIN BLOCK DIAGRAM 
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80334 TEN METER ASSEMBLY 


This small PC assembly is integral with the 28-30 MHZ switch which selects 
the desired segment of the ten meter band. It only contains crystals Weal feueKel N67 F 
which provide coverage for 28.0 to 28.5 and 28.5 to 29.0 MHz, two crystal sockets 
for the additional ten meter crystals, Models 212 and 213, and the switch. There 
are no active components on this assembly and no alignment controls. Refer to 
photo below for crystal socket location and to main block diagram for schematic. 
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80334 TEN METER ASSEMBLY 


Y1 


Y2 


80335 CONTROL ASSEMBLY 


This plug-in assembly contains the secondary R and T voltage switches, Ql 
and Q2, and the power transistor switches, Q3 and Q4, which provide operating 
voltages, ETRI and Eppy, for the switched stages of the VFOs and rf emitter 
followers. Transistors Q5 and Q6, the rf emitter followers,feed a common out- 
put line which drives the TRITON mixer stages. No adjustments are required on 
this assembly. 


Pin Voltage Readings - (REMOTE switch in VFO position, MODE switch in #3 pos.) 


0 


Semiconductor Voltage Readings - (Same conditions as above.) 


MaAnNSulsitzOe Collector Base Emitter 
Transmit Receive Transmit Receive Transmit Receive 


Tabs on Q3 and Q4 are collector terminals. 


Transistor pins viewed from top of board. 
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80333 SWITCH SUBASSEMBLY 


This PC assembly is integral with the MODE and REMOTE front panel switches, 
and is mounted vertically behind the sub-panel. Steering diodes D2 through D5 
apply the R voltage to the base of the proper power switch located on 80335 CON- 
TROL assembly when receiving. This is determined by the position of the MODE 
switch. Diode Dl applies the T voltage to the bases when transmitting, as sel- 
ected by the position of the MODE switch. The second wafer of this switch, Slc 
and Sld, apply voltage to the proper MODE LEDs, located on a separate small PC 
board behind the sub-panel. The crystal oscillator and its emitter follower 
are also on this assembly, along with the two crystal socket terminals and trim- 
mer capacitors. These trimmers are adjusted for the correct operating frequency 
when the desired crystal is switched into the circuit by REMOTE panel control. 
The trimmer adjustments are the only alignment components on this assembly. 


Since this assembly is not a plug-in, only semiconductor voltages are given. 


Semiconductor Voltage Readings - (REMOTE switch in X-l position; crystal instal- 
led in X-1l socket; MODE switch in #3 position.) 


TeansL Stor Drain/Collector Gate/Base Source/Emitter 
Transmit Receive Transmit Receive Transmit Receive 
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Transistor pins viewed from top of board. 
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80333 SWITCH SUBASSEMBLY 


Pt. No. 74063 GENERAL INSTRUCTIONS 
TEN-TEC TRITON IV ACCESSORIES 


Service Note SN-1-540 


When using TRITON IV accessories that plug into the ACCESSORIES socket on 
the rear panel of the unit, several procedures should be followed, especially 
when more than one accessory are used in the station set-up. The order in 
which the accessories are serially connected, and the required jumpers and 
their location, be it on a dummy plug or in one of the cable connectors, are 
outlined below for all possible combinations. Accessories requiring these pro- 
cedures are: 


Model 240 One-Sixty Converter 
Model 241 Crystal Oscillator 
Model 242 External VFO 

Model 244 Digital Readout 


In order to simplify these procedures and instructions, it is recommended 
that the VFO modification detailed L*‘low be made, even though the external VFO, 
Model 242, is not incorporated at thi: time. This modification will not affect 
the operation of any other accessory, , rovided that the jumpers in the acces- 
sories used are changed to agree with the information given in this Service 


Note. TRITON IVs with Serial Numbers greater than 1400 already have this mod- 
ification. 


VFO MODIFICATION 


This modification is necessary when using the external VFO, Model 242, so 
that the instant break-in feature of the TRITON system is maintained. Even 
though Model 242 may not be used at this time, performing the modification now 
will eliminate further alterations to the jumper positions in the future, and 
will bring TRITONs with S.N. below 1400 up to present day status. Modified units 
should be so noted by applying the adhesive label supplied to the TRITON rear 
panel near the ACCESSORIES socket. 


1.) Remove top and bottom plates from TRITON IV. 


2.) Remove SSB GEN. assembly, 80282, and bend fibre insulator up to ex- 
pose cables underneath. 


3.) Unsolder the three red wires that are attached to the thru-terminal 
on the right top side of the VFO compartment. This terminal is the 
one farthest to the rear of the TRITON and is the +12 volt line. 


4.) Locate the one red wire that runs to the 47 ohm resistor on the term- 
inal strip near the meter lamp. Clip this wire from the resistor. 
5.) Work the remaining two wires back through the harness ties to where 


they emerge from under the CONTROL BOARD assembly. 


6.) Twist these two leads and dress them to the 47 ohm resistor lug 
just mentioned. Solder. 
7.)  Unsolder the orange lead from the center VFO thru-terminal and re- 


solder it to the one that had the three red leads. (This lead goes 
to pin 5 of the ACCESSORIES socket.) 


8.) Take the discarded red lead and solder it between the center thru- 
terminal on the VFO compartment and the second terminal lug from the 
right on the front PC socket for the SSB GEN. assembly. This lug is 
the + regulated line and should already have an orange and a white 
lead in place. 


9.) Lay fibre insulator back down and replace SSB GEN. assembly. 
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10.) Remove top plate of VFO compartment. 


11.) Locate and remove red wire running from rear thru-terminal to Pc 
assembly inside of compartment. 


12.) Solder one millihenry choke between these two points. Replace top 
and turn TRITON over. 


13.) In bottom section of VFO compartment locate and unsolder white wire 
going to wafer switch mounted on rear inside compartment surface. 


14.) Resolder this lead to the solder dot on the center switch wafer 
immediately opposite the lug just vacated. In other words, transfer 
this lead from the rear wafer to the corresponding lug of the center 
wafer. 


15.) With a piece of bare hook-up wire about 3/4" long, jumper the vacated 
lug on the rear wafer to either adjacent lug with green leads al- 
ready attached. Turn TRITON right side up. 


Due to the added current drain through pin 2 of the ACCESSORIES socket 
when several accessories are used, the voltage drop and power loss of Ll, the 
small choke in series with the +l2volt line may become excessive. The follow- 
ing steps rewire the circuit so that pin 2 of the socket goes directly to the 
power supply line instead of through Ll. 


16.) Locate the red lead going from pin 2 of the ACCESSORIES socket to 
the top lug of the four lug terminal strip mounted on the chassis 
side near the socket. Unsolder only this lead at the terminal’ lug 


location. 

17.) Resolder this lead to the fuse post body terminal, the one with the 
heavy red lead going to the final amplifier assembly. 

18.) Again referring to pin 2 of the ACCESSORIES socket, locate the sec- 
ond red lead soldered to it -- the one going through the chassis 


grommet to the bottom side of the chassis. Unsolder only this: lead 
from pin 2 and feed it back through the cable tie to gain additional 
free length. 


19.) Re-route the lead under the socket to the top lug of the terminal 
strip and solder. 


20.) Replace top and bottom plates. Affix label noting mod. change to 
rear panel. 


21.) If dummy plug for socket has jumper between pins 4 and 5, remove 
and jumper pins 2 and 5. 


NOTE: To determine whether an existing TRITON IV has the VFO modification, 
slide back the top plate and note the wires going to the VFO thru- 
terminals. If a single orange lead is connected to the rear-most ter- 
minal, the modification has been made. If there are three red wires 
at this terminal, the modification has not been made. 


IT IS VERY IMPORTANT FOR PROPER VFO OPERATION THAT PINS 4 AND 5 OF DUMMY PLUG 
BE JUMPERED IF MODIFICATION IS NOT INCORPORATED AND PINS 2 AND 5 IF. MODIFICAT- 
ION IS MADE. FAILURE TO COMPLY WILL RESULT IN UNSTABLE VFO PERFORMANCE. 


INTERCONNECTING ACCESSORIES 


The table below shows all possible accessory combinations that are work- 
able as a system, the jumpers required and their location. When two or three 
accessories are used together, serially connect them in the same order as 
listed. Models 241 and 242 and Models 241 and 244 cannot be used together. 
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SYSTEM JUMPERS LOCATION LOCATION OF 
REQUIRED OF JUMPERS DUMMY PLUG 
TRITON alone 2to5 * Dummy Plug TRITON 
Sy key 7/ eke) ots: 
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TRITON to 
Model 241 


DRETON “EO 
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Pt. No. 74065 =k 


MODEL 242 REMOTE VFO 


TEN-TEC Model 242 Remote VFO is an accessory addition to the TRITON IV 
transceiving system which allows setting up two frequencies of operation. A 
MODE switch with LED indicators provides selection of any one of six modes of 
operation: TRITON transmit and receive; REMOTE transmit and receive; TRITON 
transmit-REMOTE receive; REMOTE transmit-TRITON receive; TRITON transmit- 
both receive; REMOTE transmit-both receive. Full instant break-in is retained 
no matter what mode is selected, and because of the broadband design in the 
TRITON, frequencies, even though far removed from one another but on the same 
band, will be processed equally and under optimum conditions in the transmitter 
without readjustment. 


In addition to the remote VFO capability, a two position crystal oscillator 
may be selected as the remote generator for fixed frequency operation, such as 
for MARS or net operation. Out-of-band crystals within limits outlined below 
may be selected, as well as in-band frequencies. 


Model 242 covers all Amateur HF frequencies between 3.5 and 29.0 MHz. 
Additional crystals are available to extend the 10 meter band to 30.0 MHz. 


Transceivers with Serial Numbers below 1400 require a simple VFO modificat- 
ion described in Service Note SN-1-540, which is attached to and a part of these 


instructions. Failure to perform this modification will result in unacceptable 


break-in performance and severe chirp. 


INSTALLATION * 
To install Model 242 into the TRITON IV system, proceed as follows: 


1.) Remove dummy ACCESSORIES plug from socket on rear panel of TRITON IV. 
Save plug for possible use in future if additional accessories are added. 


2.) Insert plug attached to Model 242 cable into TRITON ACCESSORIES socket. 


3.) If it is intended that Model 242 be placed along side of the TRITON, 
with both units raised by means of their snap-down legs, it is recom- 
mended that the two plastic leg extenders supplied with the unit be in- 
stalled on the two rear rubber feet. This will result in the two front 
panels being in the same plane. To do this, remove the two rear feet 
by unscrewing the screws securing them. With the screws still through 
the rubber feet, place a &" long extender on each screw and reinstall 
the feet. 


4.) Although the table on page 3 of SN-1-540 indicates that the dummy plug 
should be inserted into socket on rear of Model 242, this is unnecessary. 
The required jumper between pins 6 and 7 has been installed in the cable 


plug. 


* If more than one accessory is used with the TRITON IV, see special instruct- 
ions in Service Note SN-1-540, attached. 


FULL TEN METER COVERAGE 


Model 242 as shipped from the factory has VFO mixer crystals installed 
which permit operation between 28.0 and 29.0 MHz. Two additional crystals are 
available as accessories which extend coverage to 30.0 MHz. Model 212 Crystal 
provides coverage in the 29.0 to 29.5 MHz segment and Model 213 in the 29.5 to 
30.0 MHz segment. 


To install either or both of these crystals, remove the two screws on the 
back lip of the top cover and slide top back and out of groves. A two-crystal 
socket is mounted on the small PC board that is an integral part of the four 
position, 28-30 MHZ front panel switch. Plug Model 212 into the socket adjacent 
to the two crystals already wired into the PC board, and Model 213 crystal into 
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the socket farthest from the wired-in crystals. In these positions the covered 
frequencies will correspond to the front panel markings for this switch. See 
photo of 80334 assembly for socket location. Crystals are marked with operating 
frequencies and TEN-TEC part numbers as follows: 


Model Operating Frequency Coverage Part No. 
21.2 14.990 MHz DOMORECOW ZO tD 48009 
PRN S| 15.490 MHz 297 Sat Om S100 48010 


CRYSTAL OPERATION 


TEN-TEC, Inc. does not supply crystals for fixed frequency operation since 
there are an infinite number of frequencies that may be selected. It is recom- 
mended that crystals for your desired operating frequencies be purchased from 
a reliable crystal manufacturer, to the specifications outlined below. It is 
not necessary that either or both positions be filled with crystals. 


Out-Of-Band Limits 


Band Frequency Range 
80 Beco LeMaz 
40 6.9 to 7,4 MHz 
20 USS toe lL4sss) Miz 
gn PAD ts) Wee) Babes) halite. 
10 Ae ts) ey BiOo@) Wibeiy 


Crystal Specifications 


Case: HC-6/U. 

Terminals: -050" diameter on .486" centers. 

Mode: Fundamental only. Parallel Resonance. 

Load Capacitance: 20) pF. (A 32 pF crystal will operate at a slight- 
ly higher frequency.) 


Frequency: 
Band Mode Crystal Frequency: (f) 
80-40 SB-N £f = DOF + 9.000000 MHz 
80-40 CW f = DOF + 9.000750 MHz 
Z0—5— 10 SB-N £f = DOF - 9.000000 MHz 
20 = 50 CW £=S DOR 39. 000/750) Miz 


DOF = Desired Operating Frequency 


Crystal Installation 


1.) Remove top from Model 242. 


2.) Sockets are an integral part of the vertical PC board that incor- 
porates the MODE and REMOTE switches. Mount HC-6/U crystals vert- 
ically into the terminals provided and shown on photo of 80333 
assembly. Socket nearest switch decks is for X-1 position. 


3.) Trimmer capacitor Cl, located above X-1 crystal socket, allows a 
slight trimming of the X-1l crystal frequency and C2, above socket 
for X-2 crystal, that of X-2 frequency. The amount of frequency 
deviation depends on the crystal's cut, frequency, case capacit-— 
ance and other characteristics, but nominally is about - 1.5 mHz. 


4.) After frequency is trimmed, replace top. 
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OPERATION 


1.) Select desired switching mode with MODE switch. Determination of the 
mode selected is by means of the four small LEDs located to the right 
of the dial scale. The two red LEDs in the TX column indicate which 
unit determines the transmitted frequency (TRITON or REMOTE) and the 
two yellow LEDs in the RX column indicate which unit is utilized for 
receiving. 


2.) If remote crystal control is desired, position REMOTE panel control 
to either X-l1 or X-2 position. The two red LEDs. located on either 
side of the main dial skirt, designated X-1l and X-2, will visually 
indicate which position is selected. 


3.) If remote VFO operation is desired, position REMOTE switch to VFO 
position. 


4.) Select desired band with BAND switches on both Model 242 and TRITON IV. 
Main BAND switches on both units must be set to same band, but 10 meter 
segments need not be the same. If crystal control is used for remote 
position, operating frequency must correspond to setting of BAND switch 
One TRETON, SEV. 


be) OFFSET control jon TRITON will only affect the VFO iInvthe TRITON and. not 
the remote VFO. 


6.) When using both VFOs for receiving (MODEs 5 and 6), bear in mind that 
the stronger signal received will control the AGC and sensitivity of 
both signals. If the stronger signal intermittently transmits, the 
gain will change accordingly. Also, with dual reception, there may 
be minor birdies present on some bands as a result of mixer products 
of the two VFO signals in the mixer. 


7.) Using Model 242 with Model 244 Digital Readout - When Model 244 is also 
used in the TRITON system, it will read whatever VFO is in use at the 
time. Unstable digital readings may occur when in the CW mode due to 
the instant break-in switching between two frequencies. To measure 
transmitted CW frequency, take the reading with TRITON MODE switch in 
the LOCK position. 


THEORY OF OPERATION 


The VFO subassembly used in Model 242 is identical to that used in TRITON IV. 
In addition to this assembly, switching circuits for supplying operating voltages 
to the two VFO oscillator assemblies, a crystal oscillator and emitter follower, 
and switched rf emitter followers for the two VFO signals are contained on two 
additional assemblies. 


Referring to CONTROL ASSEMBLY 80335, secondary R and T control voltages are 
developed from transistors Ql and Q2, controlled by the "t" voltage coming from 
the TRITON. The R voltage is fed to a series of programing diodes on SWITCH S/A 
80333 (D2 thru D5), and the T voltage to diode Dl. Selection by means of Sla 
and Slb of the MODE switch on this assembly determines which terminals, B rr .Or 
Brrm, receives the T and R voltages. Bory and Bepy feed the bases of swit®hing 
transistors Q3 and Q4 on 80335. These transistors supply operating voltages 
ETRI and Eppy to the TRITON and/or remote VFO, as well as to the two rf emitter 
followers Q5 and Q6 on 80335. 


Rf from the TRITON VFO is fed to the input of Q5 and rf from Model 242 
oscillator to 06. These stages are coupled together at their output ter- 
minals and feed the TRITON mixer circuits via pins 6 and 7 of the ACCESSORIES 
socket. The unused oscillator, although continuously operating because of chirp 
considerations, needs to be effectively isolated from the TRITON mixer circuits 
so that only one frequency is transmitted. This is accomplished by turning off 
the unused emitter follower and the unused mixer and output stages in the two 
VFO subassemblies, 80277. 


Sections Slc and Sld on 80333 MODE switch control the LED mode indicators. 
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Ql on this assembly is a FET Colpitts crystal oscillator whose output is fed to 
emitter follower Q2. The oscillator circuit is continuously powered from the 
+12 volt buss and regulated to approximately 9.1 volts by zener diode D6. The 
emitter follower power source is switched on through S2c and the Eppmy buss line. 
S2a selects the desired crystal and S2b controls the voltage to either the X-l 
or X-2 LED. Diode D7 maintains a constant rf level from the oscillator, inde- 
pendent of crystal frequency, activity or other characteristics. 


ALIGNMENT AND SERVICING 


Please refer to the TRITON IV Owner's Manual for specific information on 
measuring voltages, removing plttg-in assemblies, etc. This information appears 
on pages 3-1 to 3-3. The VFO subassembly in Model 242 is identical with subas- 
sembly 80277 in the TRITON, and information on alignment and servicing this unit 
is contained on pages 3-10 through 3-13. It is not repeated here. Subassemblies 
unique to Model 242 are described below. 


MAIN BLOCK DIAGRAM 
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t-7y MODEL 242 


80334 TEN METER ASSEMBLY 


This small PC assembly is integral with the 28-30 MHZ switch which selects 
the desired segment of the ten meter band. It only contains crystals Yl and Y2, 
which provide coverage for 28.0 to 28.5 and 28.5 to 29.0 MHz, two crystal sockets 
for the additional ten meter crystals, Models 212 and 213, and the switch. There 
are no active components on this assembly and no alignment controls. Refer to 
photo below for crystal socket location and to main block diagram for schematic. 
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80334 TEN METER ASSEMBLY 


Y1 


Y2 


80335 CONTROL ASSEMBLY 


This plug-in assembly contains the secondary R and T voltage switches, Ql 
and Q2, and the power transistor switches, Q3 and Q4, which provide operating 
voltages, EgRt and Eppm, for the switched stages of the VFOs and rf emitter 
followers. Transistors Q5 and Q6, the rf emitter followers,feed a common out- 
put line which drives the TRITON mixer stages. No adjustments are required on 
this assembly. 


Pin Voltage Readings — (REMOTE switch in VFO position, MODE switch in #3 pos.) 


Transmit Receive Transmit Receive 


Semiconductor Voltage Readings - (Same conditions as above.) 


Transistor Collector Base Emitter 
Transmit Receive Transmit Receive Transmit Receive 


Ql 
Q2 
Q3 
Q4 
Q5 
Q6 


Tabs on Q3 and 04 are collector terminals. 


Transistor pins viewed from top of board. 
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80335 CONTROL SUBASSEMBLY 
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80333 SWITCH SUBASSEMBLY 


This PC assembly is integral with the MODE and REMOTE front panel switches, 
and is mounted vertically behind the sub-panel. Steering diodes D2 through D5 
apply the R voltage to the base of the proper power switch located on 80335 CON- 
TROL assembly when receiving. This is determined by the position of the MODE 
switch. Diode Dl applies the T voltage to the bases when transmitting, as sel- 
ected by the position of the MODE switch. The second wafer of this switch, Slc 
and Sld, apply voltage to the proper MODE LEDs, located on a separate small PC 
board behind the sub-panel. The crystal oscillator and its emitter follower 
are also on this assembly, along with the two crystal socket terminals and trim- 
mer capacitors. These trimmers are adjusted for the correct operating frequency 
when the desired crystal is switched into the circuit by REMOTE panel control. 
The trimmer adjustments are the only alignment components on this assembly. 


Since this assembly is not a plug-in, only semiconductor voltages are given. 


Semiconductor Voltage Readings - (REMOTE switch in X-l position; crystal instal- 
led in X-1l socket; MODE switch in #3 position.) 


Transistor Drain/Collector Gate/Base Source/Emitter 
Transmit Receive Transmit Receive Transmit Receive 
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Bes No. 74063 GENERAL INSTRUCTIONS 
TEN-TEC TRITON IV ACCESSORIES 


Service Note SN-1-540 


When using TRITON IV accessories that plug into the ACCESSORIES socket on 
the rear panel of the unit, several procedures should be followed, especially 
when more than one accessory are used in the station set-up. The order in 
which the accessories are serially connected, and the required jumpers and 
their location, be it on a dummy plug or in one of the cable connectors, are 


outlined below for all possible combinations. Accessories requiring these pro- 
cedures are: 


Model 240 One-Sixty Converter 
Model 241 Crystal Oscillator 
Model 242 External VFO 

Model 244 Digital Readout 


In order to simplify these procedures and instructions, it is recommended 
that the VFO modification detailed L*‘low be made, even though the external VFO, 
Model 242, is not incorporated at thi: time. This modification will not affect 
the operation of any other accessory, , rovided that the jumpers in the acces- 
sories used are changed to agree with the information given in this Service 


Note. TRITON IVs with Serial Numbers greater than 1400 already have this mod- 
Ter catcion. 


VFO MODIFICATION 


This modification is necessary when using the external VFO, Model 242, so 
that the instant break-in feature of the TRITON system is maintained. Even 
though Model 242 may not be used at this time, performing the modification now 
will eliminate further alterations to the jumper positions in the future, and 
will bring TRITONs with S.N. below 1400 up to present day status. Modified units 
should be so noted by applying the adhesive label supplied to the TRITON rear 
panel near the ACCESSORIES socket. 


1.) Remove top and bottom plates from TRITON IV. 


2.) Remove SSB GEN. assembly, 80282, and bend fibre insulator up to ex- 
pose cables underneath. 


3.) Unsolder the three red wires that are attached to the thru-terminal 
on the right top side of the VFO compartment. This terminal is the 
one farthest to the rear of the TRITON and is the +12 volt line. 


4.) Locate the one red wire that runs to the 47 ohm resistor on the term- 
inal strip near the meter lamp. Clip this wire from the resistor. 


5.) Work the remaining two wires back through the harness ties to where 
they emerge from under the CONTROL BOARD assembly. 


6.) Twist these two leads and dress them to the 47 ohm resistor lug 
just mentioned. Solder. 
7.) Unsolder the orange lead from the center VFO thru-terminal and re- 


solder it to the one that had the three red leads. (This lead goes 
to pin 5 of the ACCESSORIES socket.) 


8.) Take the discarded red lead and solder it between the center thru- 
terminal on the VFO compartment and the second terminal lug from the 
right on the front PC socket for the SSB GEN. assembly. This lug is 


the + regulated line and should already have an orange and a white 
lead in place. 


9.) Lay fibre insulator back down and replace SSB GEN. assembly. 
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10.) Remove top plate of VFO compartment. 


11.) Locate and remove red wire running from rear thru-terminal to pc 
assembly inside of compartment. 


12.) Solder one millihenry choke between these two points. Replace top 
and turn TRITON over. 


13.) In bottom section of VFO compartment locate and unsolder white wire 
going to wafer switch mounted on rear inside compartment surface. 


14.) Resolder this lead to the solder dot on the center switch wafer 
immediately opposite the lug just vacated. In other words, transfer 
this lead from the rear wafer to the corresponding lug of the center 
wafer. 


15.) With a piece of bare hook-up wire about 3/4" long, jumper the vacated 
lug on the rear wafer to either adjacent lug with green leads al- 
ready attached. Turn TRITON right side up. 


Due to the added current drain through pin 2 of the ACCESSORIES socket 


when several accessories are used, the voltage drop and power loss of Ll, the 


small choke in series with the +l2volt line may become excessive. The follow- 
ing steps rewire the circuit so that pin 2 of the socket goes directly to the 


power supply line instead of through Ll. 


16.) Locate the red lead going from pin 2 of the ACCESSORIES socket to 
the top lug of the four lug terminal strip mounted on the chassis 
side near the socket. Unsolder only this lead at the terminal lug 


location. 

17.) Resolder this lead to the fuse post body terminal, the one with the 
heavy red lead going to the final amplifier assembly. 

18.) Again referring to pin 2 of the ACCESSORIES socket, locate the sec- 
ond red lead soldered to it -- the one going through the chassis 


grommet to the bottom side of the chassis. Unsolder only this: lead 
from pin 2 and feed it back through the cable tie to gain additional 
free length. 


19.) Re-route the lead under the socket to the top lug of the terminal 
strip and solder. 


20.) Replace top and bottom plates. Affix label noting mod. change to 
rear panel. 


21.) If dummy plug for socket has jumper between pins 4 and 5, remove 
and jumper pins 2 and 5. 


NOTE: To determine whether an existing TRITON IV has the VFO modification, 
slide back the top plate and note the wires going to the VFO thru- 
terminals. If a single orange lead is connected to the rear-most ter- 
minal, the modification has been made. If there are three red wires 
at this terminal, the modification has not been made. 


IT IS VERY IMPORTANT FOR PROPER VFO OPERATION THAT PINS 4 AND 5 OF DUMMY PLUG 
BE JUMPERED IF MODIFICATION IS NOT INCORPORATED AND PINS 2 AND 5 IF. MODIFICAT- 
ION IS MADE. FAILURE TO COMPLY WILL RESULT IN UNSTABLE VFO PERFORMANCE. 


INTERCONNECTING ACCESSORIES 


The table below shows all possible accessory combinations that are work- 
able as a system, the jumpers required and their location. When two or three 
accessories are used together, serially connect them in the same order as 
listed. Models 241 and 242 and Models 241 and 244 cannot be used together. 
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SYSTEM JUMPERS LOCATION LOCATION OF 
REQUIRED OF JUMPERS DUMMY PLUG 
TRITON alone 2 to 5 * Dummy Plug TRITON 
6 EOI cons 


TRITON to 2RCOmo Dummy Plug Model 240 
Model 240 See) 7 tae) 
ie ae 
DB Refoy |) 244 Plug Not Used 
GR COMM CONS 


on dee. 
Dummy Plug Model 242 


2 COm Se 244 Plug ** Not Used 
SS ee) 7 ere) 1} 
sie ae 


TRITON to 
Model 241 


TRITON to 
Model 242 


TRITON to 
Model 244 


TRITON to 
Model 240 
Model 241 


TRETONS £0 
Model 240 
Model 242 


VFO Mod. Required 


fon) 
ct 
(e) 

~J 


TRITON to 
Model 240 
Model 244 


PRICEON SO: 
Model 242 
Model 244 


VFO Mod. Required 


TRITON to OQ 16). 7 ZA ASP Nig ae Not Used VFO Mod. Required 
Model 240 
Model 242 
Model 244 


* Pins 2 to 5 if VFO modification has been made. Pins 4 to 5 if modificat- 
ion has not been made. 


** Other wires and/or cables may be connected to pins 6, 7 and 8 which should 
not be changed. 
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Pt. No. 74065 ape 


MODEL 242 REMOTE VFO 


TEN-TEC Model 242 Remote VFO is an accessory addition to the TRITON IV 
transceiving system which allows setting up two frequencies of operation. A 
MODE switch with LED indicators provides selection of any one of six modes of 
operation: TRITON transmit and receive; REMOTE transmit and receive; TRITON 
transmit-REMOTE receive; REMOTE transmit-TRITON receive; TRITON transmit- 
both receive; REMOTE transmit-both receive. Full instant break-in is retained 
no matter what mode is selected, and because of the broadband design in the 
TRITON, frequencies, even though far removed from one another but on the same 
band, will be processed equally and under optimum conditions in the transmitter 
without readjustment. 


In addition to the xemote VFO capability, a. two position crystal oscillator 
may be selected as the remote generator for fixed frequency operation, such as 
for MARS or net operation. Out-of-band crystals within limits outlined below 
may be selected, as well as in-band frequencies. 


Model 242 sovers all Amateur HF frequencies between 3.5 and 29.0 MHz. 
Additional crystals are available to extend the 10 meter band to 30.0 MHz. 


Transceivers with Serial Numbers below 1400 require a simple VFO modificat- 
ion described in Service Note SN-1-540, which is attached to and a part of these 
instructions. Failure to perform this modification will result in unacceptable 
break-in performance and severe chirp. 


INSTALLATION * 
To install Model 242 into the TRITON IV system, proceed as follows: 


1.) Remove dummy ACCESSORIES plug from socket on rear panel of TRITON IV. 
Save plug for possible use in future if additional accessories are added. 


2.) Insert plug attached to Model 242 cable into TRITON ACCESSORIES socket. 


3.) If it is intended that Model 242 be placed along side of the TRITON, 
with both units raised by means of their snap-down legs, it is recom- 
mended that the two plastic leg extenders supplied with the unit be in- 
stalled on the two rear rubber feet. This will result in the two front 
panels being in the same plane. To do this, remove the two rear feet 
by unscrewing the screws securing them. With the screws still through 
the rubber feet, place a }" long extender on each screw and reinstall 
the feet. 


4.) Although the table on page 3 of SN-1-540 indicates that the dummy plug 
should be inserted into socket on rear of Model 242, this is unnecessary. 
The required jumper between pins 6 and 7 has been installed in the cable 


plug. 


* If more than one accessory is used with the TRITON IV, see special instruct- 
ions in Service Note SN-1-540, attached. 


FULL TEN METER COVERAGE 


Model 242 as shipped from the factory has VFO mixer crystals installed 
which permit operation between 28.0 and 29.0 MHz. ‘Two additional crystals are 
available as accessories which extend coverage to 30.0 MHz. Model 212 Crystal 
provides coverage in the 29.0 to 29.5 MHz segment and Model 213 in the 29.5 to 
30.0 MHz segment. 


To install either or both of these crystals, remove the two screws on the 
back lip of the top cover and slide top back and out of groves. A two-crystal 
socket is mounted on the small PC board that is an integral part of the four 
position, 28-30 MHZ front panel switch. Plug Model 212 into the socket adjacent 
to the two crystals already wired into the PC board, and Model 213 crystal into 
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the socket farthest from the wired-in crystals. In these positions the covered 
frequencies will correspond to the front panel markings for this switch. See 
photo of 80334 assembly for socket location. Crystals are marked with operating 
frequencies and TEN-TEC part numbers as follows: 


Model Operating Frequency Coverage Part No. 
Zz 14.990 MHz PAS) A) Gexey) VANE 1s} 48009 
Zl 15.490 MHz 2925) ston3s0.0 48010 


CRYSTAL OPERATION 


TEN-TEC, Inc. does not supply crystals for fixed frequency operation since 
there are an infinite number of frequencies that may be selected. It is recom- 
mended that crystals for your desired operating frequencies be purchased from 
a reliable crystal manufacturer, to the specifications outlined below. It is 
not necessary that either or both positions be filled with crystals. 


Out-Of-Band Limits 


Band Frequency Range 
80 Jot eS) Wig ik wie. 
40 GO On 7,48 MHZ 
20 Sot ie) WANS SG Mise 
IBS) 20 Seto eZ. 65eMHz 
10 DGS ey SYSO tubs 


Crystal Specifications 


Case: HC-6/U. 

Terminals: .050" diameter on .486" centers. 

Mode: Fundamental only. Parallel Resonance. 

Load Capacitance: 20 pF. (A 32 pF crystal will operate at a slight- 
ly higher frequency.) 

Frequency: 


Band Mode Crystal pErequency (Ge) 
80-40 SB-N f = DOF + 9.000000 MHz 
80-40 CW ic = IDO «Pp BOOM VSO) Mises 
20-15-10 SB-N f = DOF - 9.000000 MHz 
20-15-10 CW f= DOr — 95000750 MHz 


DOF = Desired Operating Frequency 


Crystal Installation 


1.) Remove top from Model 242. 


2.) Sockets are an integral part of the vertical PC board that incor- 
porates the MODE and REMOTE switches. Mount HC-6/U crystals vert- 
ically into the terminals provided and shown on photo of 80333 
assembly. Socket nearest switch decks is for X-1 position. 


3%.) Trimmer Capacitor Cl, located above X-1 crystal socket, allows a 
slight trimming of the X-1l crystal frequency and C2, above socket 
for X-2 crystal, that of X-2 frequency. The amount of frequency 
deviation depends on the crystal's cut, frequency, case capacit- 
ance and other characteristics, but nominally is about - 1.5 mHz. 


AD), After frequency is trimmed, replace top. 
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OPERATION 


1.) Select desired switching mode with MODE switch. Determination of the 
mode selected is by means of the four small LEDs located to the right 
of the dial scale. The two red LEDs in the TX column indicate which 
unit determines the transmitted frequency (TRITON or REMOTE) and the 
two yellow LEDs in the RX column indicate which unit is utilized for 
receiving. 


2.) If remote crystal control is desired, position REMOTE panel control 
to either X-l or X-2 position. The two red LEDs located on either 
side of the main dial skirt, designated X-1 and xX-2, will visually 
indicate which position is selected. 


3.) If remote VFO operation is desired, position REMOTE switch to VFO 
position. 


4.) Select desired band with BAND switches on both Model 242 and TRITON IV. 
Main BAND switches on both units must be set to same band, but 10 meter 
segments need not be the same. If crystal control is used for remote 
position, operating frequency must correspond to setting of BAND switch 
on TRITON Vic 


Bie ) OFFSET “Controljon TRITON will only affect the VFO in the TRITON and not 
the remote VFO. 


6.) When using both VFOs for receiving (MODEs 5 and 6), bear in mind that 
the stronger signal received will control the AGC and sensitivity of 
both signals. If the stronger signal intermittently transmits, the 
gain will change accordingly. Also, with dual reception, there may 
be minor birdies present on some bands as a result of mixer products 
of the two VFO signals in the mixer. 


7.) Using Model 242 with Model 244 Digital Readout - When Model 244 is also 
used in the TRITON system, it will read whatever VFO is in use at the 


time. Unstable digital readings may occur when in the CW mode due to 
the instant break-in switching between two frequencies. To measure 
transmitted CW frequency, take the reading with TRITON MODE switch in 
the LOCK position. 


THEORY OF OPERATION 


The VFO subassembly used in Model 242 is identical to that used in TRITON IV. 
In addition to this assembly, switching circuits for supplying operating voltages 
to the two VFO oscillator assemblies, a crystal oscillator and emitter follower, 
and switched rf emitter followers for the two VFO signals are contained on two 
additional assemblies. 


Referring to CONTROL ASSEMBLY 80335, secondary R and T control voltages are 
developed from transistors Ql and Q2, controlled by the "t" voltage coming from 
the TRITON. The R voltage is fed to a series of programing diodes on SWITCH S/A 
80333 (D2 thru D5), and the T voltage to diode Di. Selection by means of Sla 
and Slb of the MODE switch on this assembly determines which terminals, B R Oe 
Beem, receives the T and R voltages. Bmppy and Brpy feed the bases of switthing 
transistors Q3 and Q4 on 80335. These transistors supply operating voltages 
EpRI and Eprpy to the TRITON and/or remote VFO, as well as to the two rf emitter 
followers Q5 and Q6 on 80335. 


RE from the TRITON VFO is fed to the input of Q5 and rf from Model 242 
oscillator to Q6. These stages are coupled together at their output ter- 
mMinals and feed the TRITON mixer circuits via pins 6 and 7 of the ACCESSORIES 
socket. The unused oscillator, although continuously operating because of chirp 
considerations, needs to be effectively isolated from the TRITON mixer chipateibaiec) 
so that only one frequency is transmitted. This is accomplished by turning off 
the unused emitter follower and the unused mixer and output stages in the two 
VFO subassemblies, 80277. 


Sections Slc and Sld on 80333 MODE switch control the LED mode indicators. 
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Ql on this assembly is a FET Colpitts crystal oscillator whose output is fed to 
emitter follower Q2. The oscillator circuit is continuously powered from the 
+12 volt buss and regulated to approximately 9.1 volts by zener diode D6. The 
emitter follower power source is switched on through S2c and the Epgpy buss line. 
S2a selects the desired crystal and S2b controls the voltage to either the X-l 
or X-2 LED. Diode D7 maintains a constant rf level from the oscillator, inde- 
pendent of crystal frequency, activity or other characteristics. 


ALIGNMENT AND SERVICING 


Please refer to the TRITON IV Owner's Manual for specific information on 
measuring voltages, removing plug-in assemblies, etc. This information appears 
on pages 3-1 to 3-3. The VFO subassembly in Model 242 is identical with subas- 
sembly 80277 in the TRITON, and information on alignment and servicing this unit 
is contained on pages 3-10 through 3-13. It is not repeated here. Subassemblies 
unique to Model 242 are described below. 


MAIN BLOCK DIAGRAM 
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80334 TEN METER ASSEMBLY 


This small PC assembly is integral with the 28-30 MHZ switch which selects 
the desired segment of the ten meter band. It only contains crystals Yl and Y2, 
which provide coverage for 28.0 to 28.5 and 28.5 to 29.0 MHz, two crystal sockets 
for the additional ten meter crystals, Models 212 and 213, and the switch. There 
are no active components on this assembly and no alignment controls. Refer to 
photo below for crystal socket location and to main block diagram for schematic. 
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80334 TEN METER ASSEMBLY 


Y1 


Y2 


80335 CONTROL ASSEMBLY 


This plug-in assembly contains the secondary R and T voltage switches, Ql 
and Q2, and the power transistor switches, Q3 and Q4, which provide operating 
voltages, ETRI and Eppy, for the switched stages of the VFOs and rf emitter 
followers. Transistors Q5 and Q6, the rf emitter followers,feed a common out- 
put line which drives the TRITON mixer stages. No adjustments are required on 
this assembly. 


Pin Voltage Readings - (REMOTE switch in VFO position, MODE switch in #3 pos.) 


Transmit Receive Transmit Receive 


Semiconductor Voltage Readings - (Same conditions as above.) 


Transistor Collector Base Emitter 
Transmit Receive Transmit Receive Transmit Receive 


Tabs on 03 and Q4 are collector terminals. 


Transistor pins viewed from top of board. 
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80335 CONTROL SUBASSEMBLY 
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80333 SWITCH SUBASSEMBLY 


This PC assembly is integral with the MODE and REMOTE front panel switches, 
and is mounted vertically behind the sub-panel. Steering diodes D2 through D5 
apply the R voltage to the base of the proper power switch located on 80335 CON- 
TROL assembly when receiving. This is determined by the position of the MODE 
switch. Diode Dl applies the T voltage to the bases when transmitting, as sel- 
ected by the position of the MODE switch. The second wafer of this switch, Slc 
and Sld, apply voltage to the proper MODE LEDs, located on a separate small PC 
board behind the sub-panel. The crystal oscillator and its emitter follower 
are also on this assembly, along with the two crystal socket terminals and trim- 
mér capacitors. These trimmers are adjusted for the correct operating frequency 
when the desired crystal is switched into the circuit by REMOTE panel control. 
The trimmer adjustments are the only alignment components on this assembly. 


Since this assembly is not a plug-in, only semiconductor voltages are given. 


Semiconductor Voltage Readings - (REMOTE switch in X-1l position; crystal instal- 
Jed in’ x= socket MODE wswitch in) #3. posm@tron.. ) 


Transistor Drain/Collector Gate/Base Source/Emitter 
Transmit Receive Transmit Receive Transmit Receive 
Ob FET Ore: oa 0 awe (0) 4h 
O2 0 taka al 50) 0 hs 3} 
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Transistor pins viewed from top of board. 
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80333 SWITCH SUBASSEMBLY 
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Pt. No. 74063 GENERAL INSTRUCTIONS 
TEN-TEC TRITON IV ACCESSORIES 


Service Note SN-1-540 


When using TRITON IV accessories that plug into the ACCESSORIES socket on 
the rear panel of the unit, several procedures should be followed, especially 
when more than one accessory are used in the station set-up. The order in 
which the accessories are serially connected, and the required jumpers and 
their location, be it on a dummy plug or in one of the cable connectors, are 
outlined below for all possible combinations. Accessories requiring these pro- 
cedures are: 


Model 240 One-Sixty Converter 
Model 241 Crystal Oscillator 
Model 242 External VFO 

Model 244 Digital Readout 


In order to simplify these procedures and instructions, it is recommended 
that the VFO modification detailed L*‘low be made, even though the external VFO, 
Model 242, is not incorporated at thi: time. This modification will not affect 
the operation of any other accessory, , rovided that the jumpers in the acces- 
sories used are changed to agree with the information given in this Service 


Note. TRITON IVs with Serial Numbers greater than 1400 already have this mod- 
ification. 


VFO MODIFICATION 


This modification is necessary when using the external VFO, Model 242, so 
that the instant break-in feature of the TRITON system is maintained. Even 
though Model 242 may not be used at this time, performing the modification now 
will eliminate further alterations to the jumper positions in the future, and 
will bring TRITONs with S.N. below 1400 up to present day status. Modified units 
should be so noted by applying the adhesive label supplied to the TRITON rear 
panel near the ACCESSORIES socket. 


1.) Remove top and bottom plates from TRITON IV. 


2.) Remove SSB GEN. assembly, 80282, and bend fibre insulator up to ex- 
pose cables underneath. 


3.) Unsolder the three red wires that are attached to the thru-terminal 
on the right top side of the VFO compartment. This terminal is the 
one farthest to the rear of the TRITON and is the +12 volt line. 


4.) Locate the one red wire that runs to the 47 ohm resistor on the term- 
inal strip near the meter lamp. Clip this wire from the resistor. 


5.) Work the remaining two wires back through the harness ties to where 
they emerge from under the CONTROL BOARD assembly. 


6.) Twist these two leads and dress them to the 47 ohm resistor lug 
just mentioned. Solder. 
7.) Unsolder the orange lead from the center VFO thru-terminal and re- 


solder it to the one that had the three red leads. (This lead goes 
tO) Plne 5eOL ene eACCESSORIES Socket.) 


8.) Take the discarded red lead and solder it between the center thru- 
terminal on the VFO compartment and the second terminal lug from the 
right on the front PC socket for the SSB GEN. assembly. This lug is 
the + regulated line and should already have an orange and a white 
lead in-place. 


9.) Lay fibre insulator back down and replace SSB GEN. assembly. 
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10.) Remove top plate of VFO compartment. 


11.) Locate and remove red wire running from rear thru-terminal to pc 
assembly inside of compartment. 


12.) Solder one millihenry choke between these two points. Replace top 
and turn TRITON over. 


13.) In bottom section of VFO compartment locate and unsolder white wire 
going to wafer switch mounted on rear inside compartment surface. 


14.) Resolder this lead to the solder dot on the center switch wafer 
immediately opposite the lug just vacated. In other words, transfer 
this lead from the rear wafer to the corresponding lug of the center 
wafer. 


15.) With a piece of bare hook-up wire about 3/4" long, jumper the vacated 
lug on the rear wafer to either adjacent lug with green leads al- 
ready attached. Turn TRITON right side up. 


Due to the added current drain through pin 2 of the ACCESSOPIES socket 
when several accessories are used, the voltage drop and power loss of Ll, the 
small choke in series with the +l2volt line may become excessive. The follow- 
ing steps rewire the circuit so that pin 2 of the socket goes directly to the 
power supply line instead of through Ll. 


16.) Locate the red lead going from pin 2 of the ACCESSORIES socket to 
the top lug of the four lug terminal strip mounted on the chassis 
side near the socket. Unsolder only this lead at the terminal lug 


location. 

17.) Resolder this lead to the fuse post body terminal, the one with the 
heavy red lead going to the final amplifier assembly. 

18.) Again referring to pin 2 of the ACCESSORIES socket, locate the sec- 
ond red lead soldered to it -- the one going through the chassis 


grommet to the bottom side of the chassis. Unsolder only this: lead 
from pin 2 and feed it back through the cable tie to gain additional 
free length. 


19.)  Re-route the lead under the socket to the top lug of the terminal 
strip and solder. 


20.) Replace top and bottom plates. Affix label noting mod. change to 
rear panel. 


21.) If dummy plug for socket has jumper between pins 4 and 5, remove 
and jumper pins 2 and 5. 


NOTE: To determine whether an existing TRITON IV has the VFO modification, 
slide back the top plate and note the wires going to the VFO thru- 
terminals. If a single orange lead is connected to the rear-most ter- 
minal, the modification has been made. If there are three red wires 
at this terminal, the modification has not been made. 


IT IS VERY IMPORTANT FOR PROPER VFO OPERATION THAT PINS 4 AND 5 OF DUMMY PLUG 
BE JUMPERED IF MODIFICATION IS NOT INCORPORATED AND PINS 2 AND 5 IF. MODIFICAT- 
ION IS MADE. FAILURE TO COMPLY WILL RESULT IN UNSTABLE VFO PERFORMANCE. 


INTERCONNECTING ACCESSORIES 


The table below shows all possible accessory combinations that are work- 
able as a system, the jumpers required and their location. When two or three 
accessories are used together, serially connect them in the same order as 
listed. Models 241 and 242 and Models 241 and 244 cannot be used together. 
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SYSTEM JUMPERS LOCATION LOCATION OF 
REQUIRED OF JUMPERS DUMMY PLUG 
TRITON alone 2to5 * Dummy Plug TRITON 
Hato. COR > 


TRITON to Dummy Plug Model 240 
Model 240 
ea a ues 
eae 


A ae 
Dummy Plug Model 242 


Zen Om omy Dah APA Key Not Used 
CREO 7 REO RS 
ae 
De 


* Pins 2 to 5 if VFO modification has been made. Pins 4 to 5 if modificat- 
ion has not been made. 


TRITON, Eo 
Model 241 


TRITON to 
Model 242 


TRITON to 
Model 244 


TRITON to 
Model 240 
Model 241 


TRITON to 
Model 240 
Model 242 


VFO Mod. Required 


TRITON to 
Model 240 
Model 244 


TRITON to 
Model 242 
Model 244 


VFO Mod. Required 


TRITON to 
Model 240 
Model 242 
Model 244 


VFO Mod. Required 


** Other wires and/or cables may be connected to pins 6, 7 and 8 which should 
not be changed. 
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